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Gaskets - Basic Compounds & Properties

ﬁ%mr:&? Designation Composition General Properties Resistance to Attacked by:
Moderate Strong oxidizing
Good weathering resistance and | chemicals and acids, esters,
Neoprene CR Chloroprene flame retarding. Good resistance | acids, ozone, oils, | ketones, chlorinated,
to petroleum based fluids. fats, greases and aromatic and nitro
many solvents. hydrocarbons.
Excellent ozone, chemical and Heat, ozone, Petroleum based
EPDM EPM Ethylene-propylen- | aging resistance. Excellent heat | strong oxidizing fluids, animal
diene-molimers resistance. Poor resistance to chemicals and fats, solvents and
petroleum based fluids. acetone. greases.
Many Ozone (except PVC
Excellent resistance to petroleum| hydrocarbons, blends), ketones,
Buna-N NBR Nitrile-butadiene based fluids. Good physical fats, oils, hydraulic | esters, aldehydes,
properties. fluids and chlorinated and
chemicals. nitro hydrocarbons.
Moderate Many solvents,
Excellent high and low chemicals and high aromatic
o . . temperature properties. Good acids, ozone, oils, | hydrocarbons,
Silicones Q.S Polysiloxane oil resistance. FDA compound. fats, greases and | concentrated acids,
Good physical properties. concentrated dilute sodium
sodium hydroxide. | hydroxide.
Good physical properties and E/Ihoest:[mrgaolgigieor Ozone, strong acids,
SBR . abrasion resistance. Poor . . animal fats, oils,
(Red Rubber) SBR Styrene- butadiene resistance to petroleum based g(g&ﬁgglg%ﬂgz’ greases and most
fluids. and aldehydes. hydrocarbons.
Allaliphatic, Ketones. low
Viton Hexafluorooropylene- | Excellent oil and air resistance 2;??22;56? molecular weight
(Flouro- FPM vin Iidenepﬂoptl/ride at low and high temperatures. h dr%carbons esters and nitro
elastomer) Y Excellent chemical resistance. az:lids animal and containing
vegetable oils. compounds
Inert to most
Teflon® Excellent chemical and solvent chemicals, smooth
(Flourocarbon TFE ﬂoi?(l)\g[ehtr?éne resistance. Resistant to very high | anti-adhesive ?gﬁ:gfﬁ;‘mﬁ;ﬁigzd
resin) Y temperatures. surface. Easily :
cleaned.
Mild gacid;
Aramid fiber and General service water & oil Aé?aellrz’l(glqzmicals Consult customer
Non-Asbestos NA synthetic fibers gasket. Pressures to 1595 psi, g‘ petroleurn service for chemical

bonded with NBR.

Temp to 7500 F.

derivatives and
steam.

compatibility.

Notes:

a. The chemical guidelines in this table are offered as a general indication of the compatibility of various materials with chemicals and fluids listed.

b. When in doubt a sample of the compound should always be tested with the particular chemical it is to handle.

c. API stocks Non-Asbestos (GNA Series) and SBR (GRR Series) gaskets, but others are available upon request (minimum order quantity may apply).
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